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UNLOADING & LIFTING PANEL
RACKS WITH A FORKLIFT

STORING PANEL RACKS IN
STACKED POSITIONS

REMOVING PANELS
FROM RACKS

SEPARATING PANEL RACKS
LIFTING PANEL RACKS
WITH SLINGS



BASIC BUILDING
COMPONENTS



FRONT ELEVATIONLEFT ELEVATION

BACK ELEVATIONRIGHT ELEVATION



Qty
1
1 Pint
1 Pint
2
2

28
79 Ft.
5 Rolls
2 Tubes

350
350
50
60
60
8

20
20 Ft.

4
8
8
2
4
4

12
24
24
24
27
27

144
144
13
29

4
4
8

12
4
4
2
2 7'
6 Light Lap cap

350
6 10' Open ended gutter sections
2 5' Gutter section w/ Right endap & outlet
2 5' Gutter section w/ Left endap & outlet
4 10' Box Downspouts

12 Downspout support bracket
8 5' Gutter support Channel

9 Wide x 8 High
2
6 8'

60
62
62
44 Lf.
44 Lf.
44

1/2"x1" Bolt, Zinc Plated

1/2" x 1" Base Seal - 25Ft

Touch Up Paint - Door
S. Parker Door Knob

Outer Closure Strip

#5 Tek Screw
3/8" Lag Screws

3/8" Nut, Zinc Plated

Web Member - W2 (1'-6.5/16)

5/8"x1.3/4" Bolt, Zinc Plated
Web Member - W3 (1'-11)

3/8"x1" Bolt, Zinc Plated

Push Nut

5/8" Nut, Zinc Plated

10' Eave Flashing Galvalume

Building Flashing
10' Formed Ridge Cap Galvalume
10' Corner Caps Galvalume

3/8" Rod Bridging

3/8" Nut, Zinc Plated

L1.1/2x1.1/2x1/8

L1.1/2x1.1/2x1/8
L1.1/2x1.1/2x1/8

L2x2x1/8

2'-11"

L2.1/2x2.1/2x3/16

Locking Keys

1/2" Nut, Zinc Plated

Imperial Rib
R13 Batt Insulation

Touch Up Paint - Panel Frames Red Primer

S. Parker Door Closure

Set Assembly Drawings (w/MSDS Sheets)

Mfg. Door Gray

Description

Galvalume

#8-18 x 1/2 T-2 Screw Galvanized

Closure Cap Galvalume
Gable End Cap Galvalume

3/8" Nut, Zinc Plated

Double Door Vertical Flashing Galvalume

10' Base Flashing Galvalume
Base Flashing Corners

3/8"x1" Bolt, Zinc Plated

Silco Caulking - Clear

3/8" Nut, Zinc Plated

SS Tension Ties
Horiz.Tension Tie x 14'-11"

3/8"x1" Bolt, Zinc Plated
Gable End Brace Angle - L2x2x1/8

          Galvalume

Web Member - W1 - 1'-1.13/16"

SS Bracing
Corner Brace Angle - 3'-9.3/4"

Foil Tape

3/8"x1" Bolt, Zinc Plated

Building Bolts

Asta Equipment Door
Asta Roll-Up Equipment Door w/Hdwe
Equipment Door Flashing Galvalume
#4 Tek Screw Galvalume
1/4" x 1.1/4" Bolt, Zinc Plated
1/4" Nut, Zinc Plated
2" Brush Weatherstripping
Aluminum Retainer 1" 45 Degree
#5 Tek Screw

Qty
24 3102

WP-1 29GV I15
1 2310

WP-2 29GV I15
1 3910 RSO

WP-3 29GV I15
1 6102 DD

WP-4 29GV I15
1 3102

WP-5 29GV I15
1 3102

WP-6 29GV I15
1 3102 Header Panel 2'x9'x2"

HP-1 29GV I15
10 33152 15RP

RP-1 29GV I15
3 33152 15RF

RP-2 29GV I15
2 0152

29GV I15
4 2109 A15 10' Erection Angle

3'x7' P. Door (HRSO)

5'-8"x7'-0" Double Door (SO)

L1.1/2x1.1/2x1/8

Gable End Panel, 15' Span
29Ga Galvalume Sht 1.1/2" Insul.

Roof Panel 3'x15'x2"
29Ga Galvalume Sht 1.1/2" Insul.

Light Transmitting Roof Panel

Roof Panel 3'x15'x2"
29Ga Galvalume Sht 1.1/2" Insul.

Wall Panel 3'x10'x2" Jamb Panel
29Ga Galvalume Sht 1.1/2" Insul.

Wall Panel 3'x10'x2"
29Ga Galvalume Sht 1.1/2" Insul.

Jamb Panel

Door Panel 6'x10'x2"
29Ga Galvalume Sht 1.1/2" Insul.

29Ga Galvalume Sht 1.1/2" Insul.

Wall Panel 3'x10'x2"
29Ga Galvalume Sht 1.1/2" Insul.

29Ga Galvalume Sht 1.1/2" Insul.
Door Panel 3'-9"x10'x2"

Description

Wall Panel 2'-3"x10'x2"

29Ga Galvalume Sht 1.1/2" Insul.

MATERIALS LIST

OVERLAP DETAIL



BUILDING LAYFLAT



STEP #3 - CHALK LINESTEP #2 - DIAGONAL MEASUREMENTSTEP #1 - MARKER POINTS

FOUNDATION PREPARATION PLAN VIEW



STANDARD PANEL BASE SECTION
SCALE:  1 1/2" = 1'-0"

BASE CONNECTION SPACING DETAIL
SCALE:  1 1/2" = 1'-0"

JAMB PANEL BASE SECTION
SCALE:  1 1/2" = 1'-0"

BASE CONNECTION SPACING DETAIL
SCALE:  1 1/2" = 1'-0"



ATTENTION INSTALLER:

DOOR PANEL MUST BE POSITIONED AND ADJUSTED
IN THE FIELD.  DUE TO CONDITIONS OF THE
FOUNDATION / FLOOR, WE HAVE NO CONTROL
OVER PROPER ALIGNMENT OF DOOR PANEL.

(INSTRUCTIONS FOR OVERHEAD DOOR ARE INCLUDED WITH THE DOOR)



PLAN VIEW

DOOR SCHEDULE

TYPICAL PANEL CONNECTION DETAIL
SCALE:  1 1/2" = 1'-0"

TYPICAL CORNER CONNECTION DETAIL
SCALE:  1 1/2" = 1'-0"

JAMB TO HEADER CONNECTION DETAIL
SCALE:  1 1/2" = 1'-0"
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12

(18'-0" WIDTH)
CROSS-SECTION



TYPICAL RIDGE CONNECTION DETAIL
SCALE:  1 1/2" = 1'-0"

TYPICAL EAVE CONNECTION DETAIL
SCALE:  1 1/2" = 1'-0"

TYPICAL WEB BRACE CONNECTION DETAIL
SCALE:  1 1/2" = 1'-0"



ROOF FRAMING PLAN VIEW

TYPICAL BRIDGING CONNECTION SECTION
SCALE:  1 1/2" = 1'-0"

CORNER BRACE ANGLE DETAIL
SCALE:  1 1/2" = 1'-0"



OPTIONAL PANEL LIFTING ISOMETRIC



GABLE CLOSURE PANEL ASSEMBLY

ASSEMBLED TWO PIECE GABLE CLOSURE PANEL



GUTTERS AND DOWNSPOUTS NOT SHOWN
BUILDING FLASHING INSTALLATION LOCATIONS

SEE GUTTER INSTALLATION PAGES FOR INFORMATION

(INSTRUCTIONS FOR OVERHEAD DOOR ARE INCLUDED WITH THE DOOR)



TYPICAL BASE FLASHING ISOMETRIC

BASE SECTION

BASE FLASHING INSTALLATION



AT PERSONNEL DOOR
BASE FLASHING ISOMETRIC

BASE FLASHING AT DOORS

AT EQUIPMENT DOOR OPENING
BASE FLASHING ISOMETRIC



BASE FLASHING CORNER CAP



DOUBLE DOOR FLASHING



EAVE FLASHING INSTALLATION

EAVE FLASHING INSTALLATION

INSTALLATION DETAIL



STEP #1

END CLOSURE CAP

STEP #2

STEP #3

IMPORTANT STEP #6

STEP #4 STEP #5

NOTE TO ASSEMBLY CONTRACTOR
ALL BUILDING FLASHING MAY REQUIRE
FIELD MODIFICATION.  MODIFICATION TO
BE BY OTHERS.



GUTTER SYSTEM LAYFLAT
(SAME FOR OTHER SIDE)



EXPLODED VIEW
TYPICAL GUTTER SYSTEM



EAVE FLASHING & GUTTER SECTION
INSTALLATION DETAIL

SUPPORT CHANNELS & DOWNSPOUTS
INSTALLATION DETAIL

GUTTER INSTALLATION ISOMETRIC

SPLICE INSTALLATION SECTION



VIEW "A"

DETAIL #1

RIDGE CAP  INSTALLATION



EQUIPMENT DOOR ELEVATION

TYPICAL SECTION AT HEADER PANELSECTION AT LEFT JAMB PANEL SECTION AT RIGHT JAMB PANEL

EQUIPMENT DOOR OPENING FLASHING

(INSTRUCTIONS FOR OVERHEAD DOOR ARE INCLUDED WITH THE DOOR)



LIGHT TRANSMITTING ROOF PANEL INSTALLATION ISOMETRIC

LIGHT TRANSMITTING ROOF PANEL SECTION


